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REYNOLDS {Lfetime ALUMINUM 


INDUSTRIAL ROOFING & SIDING 


... LOW IN COST 
... LONG IN SERVICE! 


USES 


Aluminum industrial roofing and siding is designed 
for use on most industrial plants, commercial and 
public buildings. Typical examples are power 
plants, conveyor housings, mine heads, warehouses, 
loading docks, armories, grandstands, hangers, bus 
and railroad terminals, and drive-in theaters. Res- 
taurants, super-markets, filling stations and other 
stores are using it for both interiors and exteriors be- 
cause of clean, modern appearance and freedom 
from maintenance. 


ADVANTAGES 


Economical. Reynolds Lifetime Aluminum Indus- 
trial Roofing and Siding is low in first cost, requires 
no maintenance and retains an attractive appearance 
throughout its long life. 


Low Maintenance. Since aluminum does not rust, 
has no coating to crack or flake and requires no 
painting for weather protection, aluminum indus- 
trial roofing and siding eliminates the usual mainte- 
nance problems. 


Strength. A carefully selected combination of alloy, 
temper and design results in products engineered to 
meet the performance requirements of modern con- 
struction. These sturdy sheets are not subject to 
breakage, are not shattered by impact and have no 
coating to be damaged during or after installation. 


Insulation. Aluminum reflects radiant heat. It can 
reduce summer interior temperatures. Where sum- 
mer heat impairs workers efficiency, aluminum roof- 
ing and siding can boost output and,improve quality 
to increase profits. 


Modern Appearance. Clean, orderly, efficient ap- 
pearance improves property values and is a mark of 
quality in industrial construction. Replace existing 
roofing and siding with aluminum to modernize 
buildings and extend their useful life. 


Fire Resistant. Aluminum will not support com- 
bustion and offers protection against flying brands, 


Easy to Install. Light weight but strong, aluminum 
roofing and siding offer savings in labor, scaffold- 
ing and equipment. 


DESCRIPTION 


Industrial Corrugated Roofing and Siding is formed from mill 
finish sheet, 0.032” thick, offering premium performance at 
low cost for most roofing and siding uses. Its special values are 
unmatched by any other type of industrial building material 
performing similar functions. q 


DESCRIPTION 


Ribbed Embossed Siding is made from embossed aluminum 
sheet, 0.032” thick, formed into a ribbed design. It offers the 
advantages of industrial corrugated siding plus added architec- 
tural beauty. Low initial cost, long life and maintenance sav- 
ings make this material the first choice for modern buildings. 


ey 


DATA 


METAL THICKNESS: 0.032 inch (22 U.S. Std. Ga.). Mill finish. 


BLENGTHS: 5, 5'6", 6’, 66", 7,76", 8,86 ,9,96 ,10, 106", 11’, 116", 12’. 
‘ (Special lengths cut to order subject to inquiry.) 
WIDTH: Over all width 35”, nominal coverage 32”, 11% corrugations side lap. SIDE WALL 
~ CORRUGATION: Pitch 2.667” enter to center, depth 7%”, 13 crowns, 13 valleys, 
| one edge up, opposite edge down. 


WEIGHT: 56 pounds per 100 square feet of formed sheet. EAVE 
CURVED SHEETS: Available on request. Minimum sheet length 6’. Maximum sheet 
length 12’. Minimum radius of curvature 30%: 


RECOMMENDED MAXIMUM SPANS 
WINDOW 
SILL 


Purlin spacing (inches) 66 60 57 54 48 


Uniform load 
(Ibs. per sq. ft.) 20% 30%, 35 40:; 50 


When compared to the load-carrying capacity 
of the sheet, the recommended loads provide a 
minimum safety factor of two. 


Pain, 
TYPICAL FLASHING AND CLOSURE STRIP INSTALLATION 
i Nre 
CORNER 
"LENGTHS: Bn6 666 71768 69 96 1010.6, 11, 116", .12, 
) 12-Gnls.,13 6,13 10°. 
- (Special lengths cut to order subject to inquiry.) 
“WIDTH: Over all width 3354”, nominal coverage 32”. 
RIBS: Pitch 4” center to center, depth 1”. WINDOW WINDOW 
HEAD SILL 


WEI( HT: 59 pounds per 100 square feet of formed sheet. 


; 
RECO/AMENDED MAXIMUM SPANS 
Girt s} acing 
: (inc!:es) 66 58 50 44 40 36 
Unifor-: load 
‘ (Ibs. versq. ft.) 20 25 30 35 40 45 
— Equiva!«nt wind 


; veloc ty 
(m.p.°.) 71 79 87 93 100 106 


~ leas 


When compared to the load-carrying capacity WINDOW JAMB 


of the sheet, the recommended loads provide a 
e minimum sofety factor of two. 


REYNOLDS //fefime ALUMINUM INDUSTRIAL ROOFING AND SIDING 


SPECIFICATIONS 


These specifications are submitted as a guide in the selection and application of alu- 
minum industrial roofing and siding. Modifications which do not impair quality or 


workmanship may be made at the discretion of the architect, after consultation with 
and approval of Reynolds Metals Company. 


RIBBED EMBOSSED SIDING 


Work Included. Furnish and apply aluminum ribbed em- 
bossed siding as supplied by Reynolds Metals Company. 
Furnish and apply fasteners and closure flashing as recom- 
mended by Reynolds Metals Company. Apply general flash- 
ing to comply with specifications of the architect. 


Work Not Included But Essential to Application. Furnish 
and erect supporting structure. Furnish aluminum-pig- 
mented asphalt paint or equivalent and coat all steel and 
masonry surfaces contacting the aluminum sheets. 


Material. Ribbed embossed siding and flashing shall be 
fabricated from 0.032” (22 U.S. Std. Ga.) nominal thick- 
ness aluminum, 3S alloy (meeting Federal Specification 
QQ-A-359b), of uniform quality, and free from harmful 
defects. The sheets shall be formed into ribs, 4” center to 
center, 1” deep, and shall provide a nominal coverage width 
of 32”. The siding sheets and flashing accessories shall meet 
the established specifications of Reynolds Metals Company 
as to dimensions and workmanship. 


Fasteners. Fasteners shall be of a type approved by the 
Reynolds Metals Company. 


General. Handling, storage and application of siding and 
accessories shall conform to the instructions supplied by 
Reynolds Metals Company. 


DETAILED APPLICATION INFORMATION AVAILABLE 
UPON REQUEST 


INDUSTRIAL CORRUGATED ROOFING AND SIDING 


Work Included. Furnish and apply aluminum industria’ 
corrugated roofing and siding as supplied by Reynolds 
Metals Company. Furnish and apply fasteners and closure 
flashing as recommended by Reynolds Metals Company. 
Apply general flashing to comply with specifications of 
the architect. 


Work Not Included But Essential to Application. Furnish 
and erect supporting structure. Furnish aluminum-pig- 
mented asphalt paint or equivalent and coat all steel and 
masonry surfaces contacting the aluminum sheets. 


Material. Industrial corrugated roofing, siding and flash- 
ing shall be fabricated from 0.032” (22 U.S. Std. Ga.) nom- 
inal thickness aluminum, 3S alloy (meeting Federal Speci- 
fication QQ-A-359b), of uniform quality, and free from 
harmful defects. Roofing and siding shall be corrugated to 
2.667” pitch, 7g” depth, and nominal coverage width of 32”. 
The roofing and siding sheets and flashing accessories shall 
meet the established specifications of Reynolds Metals Com- 
pany as to dimensions and workmanship. 


Fasteners. Fasteners shall be of a type approved by the 
Reynolds Metals Company. 


Roof Pitch. For roof slopes up to 30’ in length, the min- 
imum rise shall be 3” per foot. For slopes over 30’ in length, 
or with more than three courses of sheets, the minimum rise 
shall be 4” per foot. 


General. Handling, storage and application of roofing, sid- 
ing and accessories shall conform to the instructions sup- 
plied by Reynolds Metals Company. 


THE MOST CORRUGATED ROOFING AND SIDING © NAILS 
COMPLETE LINE RIBBED EMBOSSED SIDING © WEATHERBOARD SIDING 
F ALUMINUM WINDOWS © 5-V CRIMP ROOFING AND SIDING 
GUTTERS AND DOWNSPOUTS * FLASHING 
BUILDING INDUSTRIAL CORRUGATED © REFLECTIVE INSULATION 
PRODUCTS COMPLETE ROOFING AND SIDING ACCESSORIES 


This Long Island drive-in 
restaurant illustrates 
one of many dramatic 
exterior designs fo: 
commercial buildings 
achieved with Reynolds 
Aluminum Industria! 
Corrugated. 


REYNOLDS METALS COMPANY 


(Contact your nearest Building Products Sales Office 
listed below or write direct to Building Products Di- 
vision, 2000 So. Ninth Street, Louisville 1, Kentucky.) 


Authorized Jobber 
AMSCO SALES COMPANY 65 


LONG ISLAND CITY 1, N. Y. 
28-10 38th Avenue Phone STillwell 6-636 


Atlanta, Baltimore, Birmingham, Boston, Charlotte, 
Chicago, Cincinnati, Cleveland, Columbus, Dallas, Denver, 
Des Moines, Detroit, Grand Rapids, Houston, Indianapolis, 
Kansas City, Los Angeles, Louisville, Memphis, Milwaukee, 
Minneapolis, New Orleans, New York, Phoenix, Pitts- 
burgh, Portland, Richmond, Salt Lake City, San Francisco, 
Seattle, St. Lovis, Tampa. 


SALES OFFICES 


BP 312-D (9/52) 


